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DESCRIPTION
Extron’s AVDA 6 MX is a one input, six output composite video and stereo audio
distribution amplifier.  The AVDA 6 MX is compatible with balanced or
unbalanced stereo audio and with NTSC, PAL or SECAM devices such as
laserdisc players, VCRs, cameras, etc. Signals are split into six different,
independently buffered and amplified outputs which can be driven up to 150 feet
(45 meters).

Extron has designed the AVDA 6 MX to provide signal distribution and
amplification for the professional A/V market— to meet specific system
requirements for distributing multiple outputs from a single input. It provides
increased system flexibility and performance at a competitive price.

All of the video channels are designed with individual buffers and amplifiers;
this means that all output channels are equivalent in terms of signal strength and
integrity to the original input signal. Each of the audio channels utilize captive
screw terminal connectors and are designed to accept balanced or unbalanced
stereo signals for maximum performance, flexibility and ease of installation.

FEATURES
• One input, six output video and audio distribution amplifier
• Input and outputs each use professional female BNC connectors for 75 ohm

video impedance levels
• Capable of distributing balanced or unbalanced audio signals
• Utilizes 5 conductor captive screw terminal connectors (3.5 mm) for audio

inputs and outputs
• Internal 100-240 volt, 50/60 Hz, auto-switchable power supply
• Rack mountable, 1U high, 1/2 rack width enclosure

INPUTS/OUTPUTS
Video: female BNCs
Audio: 3.5 mm captive screw terminals, 5 conductor

OPTIONAL ACCESSORIES
1U, 19" universal rack shelf .................. 60-190-01 $125.00
BNCM-RCAF adapter ......................... 10-264-01 $3.00
3.5 mm captive screw connector ........... 10-319-10 $2.95

SPECIFICATIONS
Video input

Number/signal type ................ 1 composite video
Connectors ............................. 1 BNC female
Nominal level ......................... Analog— 1.0V p-p
Minimum/maximum level ...... Analog— 0.4V to 2.0V p-p with no offset
Impedance .............................. 75 ohms

AVDA 6 MX
SIX OUTPUT COMPOSITE VIDEO & TWO CHANNEL STEREO

AUDIO DISTRIBUTION AMPLIFIER

Video throughput
Bandwidth .............................. 30 MHz (<±0.5dB)

Video output
Number/signal type ................ 1 x 6 composite video
Connectors ............................. 6 BNC female
Nominal level .........................  1.0V p-p
Impedance .............................. 75 ohms

Audio input
Number/signal type ................ 1 stereo, balanced (Hi Z or 600 ohms)/

unbalanced (Hi Z)
Connectors ............................. 1  3.5 mm captive screw terminal(s),

 5 conductor
Impedance .............................. 25 kohms, DC coupled (balanced)

50 kohms, DC coupled (unbalanced)
Audio throughput

Gain ........................................ Unbalanced 0dB, balanced +6dB
Frequency response ................. 20 Hz to 20 kHz (±0.05dB)
S/N ......................................... >90dB, output 21dB, balanced

Audio output
Number/signal type ................ 6 stereo, balanced/unbalanced
Connectors ............................. 6  3.5 mm captive screw terminal,

 5 conductor
Impedance ..............................  50 ohms, unbalanced; 100 ohms, balanced

General
Power ...................................... 100VAC to 240VAC, 50/60 Hz, 13 watts,

internal, auto-switchable
Rack mount ............................ Yes, with optional 1U rack shelf,

 part #60-190-01
Enclosure type ........................ Metal
Enclosure dimensions ............. (half rack width)

1.75" H x 8.75" W x 9.5" D
4.45 cm H x 22.22 cm W x 24.13 cm D

Shipping weight ...................... 5 lbs (2.3 kg)
Approvals ................................ UL, CUL, CE

PART NUMBER List price
AVDA 6 MX 60-201-01 $625.00


