
Introduces the NEW Portable CP5001 
All-Display ‘Pocket PC’ ColorPro Color 
Analyzer… 

 

The market for video displays is growing at a 
breakneck pace, and by all reports, it isn’t 
going to stop growing anytime soon. New 
technologies are enabling the development 
of large, light-weight displays that can be 
hung anywhere and everywhere. Static menu 
signs at fast food restaurants are being 
replaced by plasmas. DLP video walls are 
popping up at malls, airports and hotels. 
Printed advertising signs are being replaced 
by digital signage. 
 

Figure 1 – Video displays are being installed 
everywhere and are being used in 

applications never before dreamed of. 

Today the business opportunities abound for video technicians installing these 
new displays. Even though these displays are loaded with new cutting-edge 
technology, they still need to be calibrated to achieve maximum performance 
and to make them look their best. 
 

 

Figure 2 – The new CP5001 ColorPro works on all display 
types, including DLP, LCD and plasma. 

This is why Sencore has developed the 
new CP5001 All-Display ColorPro 
portable color analyzer. The CP5001 
Pocket PC platform is extremely 
portable, so you can easily calibrate 
any video display, no matter where it is 
installed. The CP5001 ColorPro 
accurately calibrates all video display 
technologies including DLP, LCD, LCoS, 
plasma, CRT and more. The CP5001 
calibrates front and rear projectors, as 
well as direct view displays. 
 



 

 
The easy-to-use graphical interface 
greatly decreases calibration time with 
easy-to-follow measurement screens. 
The CIE and RGB screens make 
calibrations simple by illustrating 
exactly which colors need adjusting. 
 

Figure 3 – The user interface of the CP5001 makes it 
extremely easy to use as you are graphically shown 

exactly which colors to adjust. 

 
Figure 4 – The CP5001 is portable, allowing you to precisely  

calibrate a video display wherever you find it. 

The portable, handheld 
operation and high-resolution 
color display of the CP5001 
makes it easy to align 
displays on location — the 
home theater, mall, medical 
operating room, convention 
center and more. The CP5001 
NIST-traceable performance 
specifications mean you can 
calibrate video display 
anywhere with lab grade 
accuracy. 
 

 
The CP5001’s custom software lets you download calibration data to a PC for 
documentation, data storage and report generation. 
 



 

 
The CP5001 comes supplied with an 
attractive, durable carrying case for 
protecting your instrument between 
calibration jobs, as well as a 30 foot long 
serial extension cable, and camera tripod 
mounting bracket for calibrating front 
projector displays. 
 Figure 5 – The CP5001 comes with an attractive, 

durable carrying case for safe transport of the unit 
between calibration jobs. 

 
To learn more about the CP5001 please call 800-736-2673 or visit our 
website at http://www.sencore.com/colorpro. 
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